
- Full Inverter Technology: inverter compressor and variable speed fan
FEATURES HIGHLIGHTS

ULTRATEMP VXi HEAT PUMPS
COMMERCIAL RANGE

- Soft Start with maximum stability and low energy consumption 
- Lower operating noise compared to traditional heat pumps 
- Top Fan heat pump with operating air temperature: -15°C to 43/55°C. 
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Models UTHP-65-VXi UTHP-130-VXi UTHP-250-VXi

Heating Capacity (Air 27°C / Water 26°C / Humid. 80%)

Cooling Capacity (Air 43°C / Water 26°C / Humid. 70%)

Heating Capacity

Input Power

COP

Power Boost Mode

Sound Pressure 1m

Cooling Capacity

Consumed Power

EER

Refrigerant

Power Supply

Net Dimensions L/W/H

Operating Air Temperature

Connected App and 
Display

Air Discharge

Certification

Casing

kW

kW

kW

kW

kW

dB(A)

mm

°C

12.20~65.00

0.76~10.65

80

6.10~16.10

28.20~130.00

1.76~20.97

175

6.20~16.00

300

8.20~18.40

2.02~6.28

60

2.93~4.06

59.40~73.40

13.81~13.85

63

4.30~5.30

58.30~110.00

14.05~35.48

65

3.10~4.15

380 / 3Ph / 50Hz & 60 Hz

1750 x 840 x 1750 2170 x 1150 x 2130 2480 x 1330 x 2360

61.3~250.00

3.81~40.85 

6.12~16.10 

-15~55 -15~43

R410 a

Vertical

CE

Galvanized Metal Cabinet

Display App Cabinet

Technical Specifications


