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EVERPURE 7FT FILTER CARTRIDGE

Applications
   Coffee, Bubble Tea, Restaurants

Features • Benefits

   Suitable for applications with relatively complex and challenging water 
quality.

   
holding capacity and minimal pressure drop.

   Effectively removes chlorine, taste & odour.
   

maintenance costs.

Installation tips

   Install vertically so cartridge hangs 
down

   Allow at least 64mm clearance below 
the cartridge for easy cartridge 
replacement and system 
maintenance

   

installed or replaced

Operation tips

   Recommended service life of the 
cartridge: 6 - 12 months

   The service life is a recommended 
replacement cycle, and the actual 
lifespan of a cartridge may vary in 
accordance with the actual water 
consumption and local tap water 
quality

   Change a cartridge when its capacity is 
reached or whenpressure falls below 
10psi (0.7bar)

   
of installation and cartridge change

Sizing

   Flow rate1: 
      2.5 gpm (9.5 Lpm)
   Rated capacity1: 
      30,000 gallons (113,562 L)

Since 1933

High Performance Filter Cartridge for Everpure FT Series

¹Tested in Pentair laboratory according to NSF-42 standard and verified by third party laboratory.

7FT Replacement  Cartridge



EVERPURE 7FT FILTER CARTRIDGE - SA21057 (1PK)

20.75"
52.7cm

3.25"
8.3cm Specifications

   Flow rate1

       2.5 gpm (9.5 Lpm)
   Rated capacity1

       30,000 gallons (113,562 L)
   Working pressure

   Temperature
       35~100°F (2-38°C)
   Overall dimension
       20.75”H*3.25”D (52.7cm*8.3cm)

Note
   Do not use with microbiologically unsafe or of unknown quality water without 


10mins before use.
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10~125psi, non-shock  (0.7~8.6 bar)


